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Product Brochure For A271

Auckland: (09) 2717 234
Christchurch: (03) 741 6241

sales@machineryhouse.co.nz
www.machineryhouse.co.nz

Inline Lubricator - AFR-500L

1/4" BSP Inlet & Outlet

( IM Made in Taiwan

Description

Ex GST Inc GST
$50.00 $57.50
ORDER CODE: A271
MODEL: AFR-500
Type: ~
Inlet & Outlet Thread: 1/4"
Includes Pressure Gauge: Yes
Includes Mounting Bracket: Yes
Filtration Micron Capacity: ~
Max Flow ((L/min): 2200

MAX PRESSURE 215951
MAX PRESSURE * 14 8BAR

Maximum Pressure:

215 psi/ 14.8 Bar

Gauge Diameter:
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Air lubricator for use with air-operated equipment requiring oil lubrication

Features

¢ Made in Taiwan
Includes

Mounting bracket

150PSI (10.3 Bar) Max. pressure

1/4" BSP inlet & outlet sizes

Clear polycarbonate bowl for visual inspection
Adjustable oil drop rate, 80ml oil capacity
Recommended oil - ISO VG-32

Minimum dripping flow rate 30 L/min

Manifold to couple with AFR-500 filter regulator

Optional Accessories

AFR-500 Filter Regulator
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Product Brochure For A271

Recommended Accessories

A270 A037
Filter Regulator Air Tool Oil
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