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Product Brochure For LO67

Auckland: (09) 2717 234
Christchurch: (03) 741 6241

sales@machineryhouse.co.nz
www.machineryhouse.co.nz

Carbide Inserts - Parting - GCMX20EN

2.2 x 9mm (Grade V134)
10 Inserts Per Pack

ORDER CODE: L067
ISO Catalog ID: GCMX20EN
Grade: V134
Insert Hand (Type): ~
Insert Size (mm): ~
[W] Cutting Width (mm): 2.2
[RC] Corner Radius Center (mm): ~
[LI] Insert Length (mm): ~
[T] Cuttg Depth (mm): ~
[RR] Corner Radius (mm): ~
Clearance Angle (deg): 7°
E ] 4/ D
Vandurit S
Description *
INDEXABLE INSERTS ==
VANDURIT CARBIDE is manufactured in ltaly
Features s
¢ Grade V134 - Suitable for heavy machining, particular suitable
when turning Austenitic stainless steels. Reduces build up on the +
cutting edge. Covers a range from P25-P40 (Coated)
¢ 10 Inserts Per Pack |
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Specific Features

Tip

Recommended Accessories

L027 L028 L029 LO29B
Parting Block - Suits 26mm Parting Block - Suits 26mm Parting Block - Suits 26mm Parting Block - Suits 32mm
Blade Blade Blade Blade

L L4

LO30

Parting Block - Suits 32mm
Blade
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