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Product Brochure For ZO0894A

Auto Darken Welding Helmet - 9~13 Shade - DW2500

Suits Mig & Arc Welding

ORDER CODE: Z00894A
MODEL: DW2500
Viewing Area (mm): ~

Cartridge Size (mm): ~

Arc Sensors (No.): ~

Light State: ~
Shade: 9~13
Shade Control: ~
Power On/off: Fully Automatic

Sensitivity Control: ~
UV/IR Protection: ~

Helmet Power Supply: Solar Cell, Battery Change &
Required

Respirator Power Supply: ~
Switching Time Light To Dark: ~

Delay Time Dark To Light (Seconds) ~
(sec):

TIG Rated Minimum (amp): ~
Grinding Function (Yes / No): No
Inactive Shade (Grind/Off): ~
Operating Temperature: ~

Storing Temperature: ~

Helmet Material: ~

Application Range: Mig & Arc Welding
Standard: ~
OE 75 1] . _
ir Total Weight (grams): ~
=

Features

Auto Darkening Welding Helmet

High strength impact resistant helmet
For MIG and ARC welding

Wide view 96 x 46mm clear lens
Sensitivity adjustment

3 sensor design for super fast switching
Comfort zone headband assembly
Variable shade 9 - 13

Dual solar / battery back-up
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